
CAIR EUROMATIC AUTOMATION PVT. LTD.


Requisition Form for Motorized Valve

	Actuator Details:
Power Supply:

( 24V DC (±10%) Single Phase


( 110V AC (±10%) Single Phase 



( 220V AC (±10%) Single Phase 


( 415V AC (±10%) Three Phase

Application:

( On – Off Type




( On – Off Type with 4 ~ 20 mA Feedback



( Modulating Type / Proportionate Control

Mounting Details:
( Indoor / ( Outdoor




( Horizontal /  ( Vertical

Starter Unit Controller: ( Inbuilt Integral Starter Unit (IP 67 Protection)

(For 3 Phase Actuator)
( Panel Mounted Starter Unit (IP 54 Protection)

Enclosure:

( IP 67 Weather Proof




( IP 67 Flame Proof


	Valve Details:
Valve Type

(Ball Valve

(Butterfly Valve

(Damper Butterfly Valve

(Gate Valve

(Globe (Control) Valve

( Other  …………………..

Body Material
………….………………

Internal Parts….………………………….

Seating
……………………………………

Fluid / Media……………..……………….


Working Pressure ………..……………..

Working Temperature ....…………………

End Connection…………………………..
        

Line size in mm or inch……………………


Note: …………………………………………………………………………………………………………………………

…………………………………………………………………………………………………………………..………………………………………………………………………………………………………………………..…………………………
Client Details:

Company Name: ………………………………………………………………………………………………………..

Address: ……….………………………………….……………………………………………………………………..

Contact Person: .…….……………………………………………………………………………………………..

Mobile: ……………………………….…………………………  Email: …..…………………………………………..

Ph: ………………………………………………………………  Fax: ………….……………………………………..

Cair Euromatic Automation Pvt. Ltd.

Plot No. 178/179 Shiv Shakti Estate, Near V-Trans, Narol Road. Ahmedabad -382405

Phone / Fax : +91- 79 - 2573 0189 Email: cairvalve@gmail.com Website: www.cairindia.in 


